
Thread sizes

M8 – M48
3/8“ – 2“

further thread types 
and special lengths 

on request.

 

0.63 t 0.9 t
(0.63 t)

1.35 t
(1 t)

1.2 t
2 t

(1.5 t)
2 t

3.5 t
(2.5 t)

4.5 t
(4 t)

6.7 t
(5 t)

7 t 8 t 10 t 15 t 20 t

M8 M10 M12 M14 M16 M18
M20

(M22)
M24

(M27)
M30 M36 M36 M42 M42 M48

– (3/8") (1/2") – (5/8") – (3/4") (1") (1 1/4") – 1 1/2" – – 2"

0.63 0.9
(0.63)

1.35
(1)

1.2
2

(1.5)
2

3.5
(2.5)

4.5
(4)

6.7
(5)

7 8 10 15 20

1.26 1.8
(1.26)

2.7
(2)

2.4
4

(3)
4

7
(5)

9
(8)

13.4
(10)

14 16 20 30 40

0.63 0.9
(0.63)

1.35
(1)

1.2
2

(1.5)
2

3.5
(2.5)

4.5
(4)

6.7
(5)

7 8 10 15 20

1.26 1.8
(1.26)

2.7
(2)

2.4
4

(3)
4

7
(5)

9
(8)

13.4
(10)

14 16 20 30 40

0.88 1.3
(0.88)

 1.9
(1.4)

1.68
2.8

(2.1)
2.8

4.9
(3.5)

6.3
(5.6)

9.4
(7)

9.8 11.2 14 21 28

0.63 0.9
(0.63)

1.35
(1)

1.2
2

(1.5)
2

3.5
(2.5)

4.5
(4)

6.7
(5)

7 8 10 15 20

0.63 0.9
(0.63)

1.35
(1)

1.2
2

(1.5)
2

3.5
(2.5)

4.5
(4)

6.7
(5)

7 8 10 15 20

1.32 1.9
(1.32)

2.8
(2.1)

2.52 4.2
(3.15)

4.2 7.4
(5.25)

9.5
(8.4)

14.2
(10.5)

14.7 16.8 21 31.5 42

0.95 1.35
(0.95)

2
(1.5)

1.8 3
(2.25)

3 5.25
(3.75)

6.75
(6)

10
(7.5)

10.5 12 15 22.5 30

0.63 0.9
(0.63)

1.35
(1)

1.2
2

(1.5)
2

3.5
(2.5)

4.5
(4)

6.7
(5)

7 8 10 15 20

Thread sizes

M8 – M30
further thread 

types and special 
lengths on 
request.

type 0.6 t 0.9 t 1.35 t 2.5 t 3.5 t 4.5 t 6.7 t

thread size M8 M10 M12 M16 M20 M24 M30

number of legs β

1 0° 0.6 0.9 1.35 2.5 3.5 4.5 6.7

2 0° 1.2 1.8 2.7 5 7 9 13.4

1 90° 0.6 0.9 1.35 2.5 3.5 4.5 6.7

2 90° 1.2 1.8 2.7 5 7 9 13.4

2 0-45° 0.8 1.2 1.9 3.5 4.9 6.3 9.4

2 45-60° 0.6 0.9 1.35 2.5 3.5 4.5 6.7

2 unsym-
metrical 0.6 0.9 1.35 2.5 3.5 4.5 6.7

3+4 0-45° 1.2 1.9 2.8 5.3 7.4 9.5 14.2

3+4 45-60° 0.9 1.3 2 3.7 5.2 6.7 10

3+4 unsym-
metrical 0.6 0.9 1.35 2.5 3.5 4.5 6.7

Thread sizes

M8 – M30
5/16" – 1 ¼"

further thread types 
and special lengths 

on request.

type 0.3 t
(0.4 t)

0.45 t
(0.6 t)

0.6 t
(0.75 t)

1 t
(1.25 t)

1.3 t
(1.5 t)

1.8 t
(2 t)

2 t
(2.5 t)

3.5 t
(4 t)

5 t
(6 t)

thread size M8 M10 M12 M14 M16 M18
M20
M22

M24
M27

M30

number of legs β 5/16" 3/8" 1/2" – 5/8" – 3/4" 1" 1 1/4"

1 0° 0.6 0.9 1.2 2 2.6 3.6 4 7 10

2 0° 1.2 1.8 2.4 4 5.2 7.2 8 14 20

1 90°
0.3

(0.4)
0.45
(0.6)

0.6
(0.75)

1
(1.25)

1.3
(1.5)

1.8
(2)

2
(2.5)

3.5
(4)

5
(6)

2 90°
0.6

(0.8)
0.9

(1.2)
1.2

(1.5)
2

(2.5)
2.6
(3)

3.6
(4)

4
(5)

7
(8)

10
(12)

2 0-45°
0.42

(0.56)
0.63

(0.84)
0.84

(1.05)
1.4

(1.75)
1.81
(2.1)

2.52
(2.8)

2.8
(3.5)

4.9
(5.6)

7
(8.4)

2 45-60°
0.3

(0.4)
0.45
(0.6)

0.6
(0.75)

1
(1.25)

1.3
(1.5)

1.8
(2)

2
(2.5)

3.5
(4)

5
(6)

2 unsym-
metrical

0.3
(0.4)

0.45
(0.6)

0.6
(0.75)

1
(1.25)

1.3
(1.5)

1.8
(2)

2
(2.5)

3.5
(4)

5
(6)

3+4 0-45°
0.63

(0.84)
0.94

(1.26)
1.26

(1.57)
2.1

(2.62)
2.73

(3.15)
3.78
(4.2)

4.2
(5.25)

7.35
(8.4)

10.5
(12.6)

3+4 45-60°
0.45
(0.6)

0.67
(0.9)

0.9
(1.12)

1.5
(1.87)

1.95
(2.25)

2.7
(3)

3
(3.75)

5.25
(6)

7.5
(9)

3+4 unsym-
metrical

0.3
(0.4)

0.45
(0.6)

0.6
(0.75)

1
(1.25)

1.3
(1.5)

1.8
(2)

2
(2.5)

3.5
(4)

5
(6)

Thread sizes

M33 – M150
1 ½" – 5"

further thread types 
and special lengths 

on request.

6 t
(7.5 t)

8 t
(10 t)

12 t
(13 t)

12 t
(15 t)

13 t
(16 t)

14 t
(20 t)

16 t
(22 t)

16 t
(25 t)

31.5 t
(40 t)

35 t
(48 t)

40  t
(50 t)

M33
M36–
M39

M42–
M45

M45
M48–
M52

M52
M56–
M62

M64–
M76

M72–
M76

M80–
M85

M90–
M150

– 1 1/2" 1 3/4"–
1 7/8" – 2" – 2 1/4"–

2 1/2"
2 3/4"–

3" 3" 3 1/2" 4"– 5"

15 15 17 18 18 25 28 28 50 50 50

30 30 34 36 36 50 56 56 100 100 100

6
(7.5)

8
(10)

12
(13)

12
(15)

13
(16)

14
(20)

16
(22)

16
(25)

31.5
(40)

35
(48)

40
(50)

12
(15)

16
(20)

24
(26)

24
(30)

26
(32)

28
(40)

32
(44)

32
(50)

63
(80)

70
(96)

80
(100)

8.4
(10.5)

11.2
(14)

16.8
(18.2)

16.8
(21)

18.2
(22.4)

19.6
(28)

22.4
(30.8)

22.4
(35)

44.1
(56)

49
(67.2)

56
(70)

6
(7.5)

8
(10)

12
(13)

12
(15)

13
(16)

14
(20)

16
(22)

16
(25)

31.5
(40)

35
(48)

40
(50)

6
(7.5)

8
(10)

12
(13)

12
(15)

13
(16)

14
(20)

16
(22)

16
(25)

31.5
(40)

35
(48)

40
(50)

12.6
(15.75)

16.8
(21)

25.2
(27.3)

25.2
(31.5)

27.3
(33.6)

29.4
(42)

33.6
(46.2)

33.6
(52.5)

66.15
(84)

73.5
(100.8)

84
(105)

9
(11.25)

12
(15)

18
(19.5)

18
(22.5)

19.5
(24)

21
(30)

24
(33)

24
(37.5)

47.25
(60)

52.5
(72)

60
(75)

6
(7.5)

8
(10)

12
(13)

12
(15)

13
(16)

14
(20)

16
(22)

16
(25)

31.5
(40)

35
(48)

40
(50)

Thread sizes

M6 – M48 
¼" – 2"

further thread types 
and special lengths 

on request.

type 0.1 t 0.3 t 0.4 t 0.75 t 1.5 t 2.3 t 3.2 t 4.5 t 7 t 9 t 12 t 

thread size M6 M8 M10
M12
M14

M16
M18

M20
M22

M24
M27

M30
M33

M36 M42 M48

number of legs β 1/4" 5/16" 3/8" 1/2" 5/8" 3/4" 1" –
 1 1/8" 1 1/4" 1 1/2" 1 3/4" 2"

1 0° 0.5 1 1 2 4 6 8 12 16 24 32

2 0° 1 2 2 4 8 12 16 24 32 48 64

1 90° 0.1 0.3 0.4 0.75 1.5 2.3 3.2 4.5 7 9 12

2 90° 0.2 0.6 0.8 1.5 3 4.6 6.4 9 14 18 24

2 0-45° 0.14 0.42 0.56 1 2.1 3.22 4.48 6.3 9.8 12.6 16.8

2 45-60° 0.1 0.3 0.4 0.75 1.5 2.3 3.2 4.5 7 9 12

2 unsym-
metrical 0.1 0.3 0.4 0.75 1.5 2.3 3.2 4.5 7 9 12

3+4 0-45° 0.21 0.63 0.84 1.6 3.15 4.83 6.7 9.4 14.7 18.9 25.2

3+4 45-60° 0.15 0.45 0.6 1.12 2.25 3.45 4.8 6.7 10.5 13.5 18

3+4 unsym-
metrical 0.1 0.3 0.4 0.75 1.5 2.3 3.2 4.5 7 9 12

Thread sizes

M16 – M36 

WLL

3 t – 50 t

type 3 t 10 t 16 t 31.5 t 50 t

thread size 2 × M16 4 × M20 4 × M30 6 × M30 8 × M36

number of legs β

1 0° 3 10 16 31.5 50

2 0° 6 20 32 63 100

1 90° 3 10 16 31.5 50

2 90° 6 20 32 63 100

2 0-45° 4.2 14 22.4 44.1 70

2 45-60° 3 10 16 31.5 50

2 unsym-
metrical 3 10 16 31.5 50

3+4 0-45° 6.3 21 33.6 66.2 105

3+4 45-60° 4.5 15 24 47.5 75

3+4 unsym-
metrical 3 10 16 31.5 50

Thread sizes

M6 – M24

WLL

1.5 t – 20 t

1.5 t 2.5 t 4 t 6.7 t 10 t 16 t 20 t

4 × M10 4 × M12 4 × M16 6 × M20 4 × M24 6 × M24  6 × M24

1.5 2.5 4 6.7
assembly 
VCGH-G – – –

3 5 8 13.4 – – –

1.5 2.5 4 6.7 10 16 20

3 5 8 13.4 20 32 40

2.1 3.5 5.6 9.4 14 22.4 28

1.5 2.5 4 6.7 10 16 20

1.5 2.5 4 6.7 10 16 20

3.15 5.25 8.4 14.1 21 33.6 42

2.25 3.75 6 10 15 24 30

1.5 2.5 4 6.7 10 16 20

Thread sizes

M10 – M30

WLL

1.6 t – 31.5 t

type 1.6 t 3.2 t 5 t 10 t 20 t 31.5 t

thread size 4 × M10 4 × M12 4 × M16 4 × M20 6 × M24 6 × M30

number of legs β

1 0° 1.6 3.2 5 10 20 31.5

2 0° 3.2 6.4 10 20 40 63

1 90° 1.6 3.2 5 10 20 31.5

2 90° 3.2 6.4 10 20 40 63

2 0-45° 2.2 4.5 7.1 14.1 28 45

2 45-60° 1.6 3.2 5 10 20 31.5

2 unsym-
metrical 1.6 3.2 5 10 20 31.5

3+4 0-45° 3.4 6.8 10.6 21.2 42 67

3+4 45-60° 2.4 4.8 7.5 15 30 47.5

3+4 unsym-
metrical 1.6 3.2 5 10 20 31.5

Thread sizes

M6 – M30
further thread types 
and special lengths 

on request.

0.1 t 0.3 t 0.4 t 0.75 t 1.5 t 2.3 t 3.2 t 4.5 t 0.5 t 1 t 2 t 2.5 t

M6 M8 M10 M12 M16 M20 M24 M30 M12 M16 M20 M24

0.5 1 1 2 4 6 8 12 1.2 2.4 3.6 5.2

1 2 2 4 8 12 16 24 2.4 4.8 7.2 10.4

0.1 0.3 0.4 0.75 1.5 2.3 3.2 4.5 0.5 1 2 2.5

0.2 0.6 0.8 1.5 3 4.6 6.4 9 1 2 4 5

0.14 0.42 0.56 1 2.1 3.22 4.48 6.3 0.7 1.42 2.83 3.53

0.1 0.3 0.4 0.75 1.5 2.3 3.2 4.5 0.5 1 2 2.5

0.1 0.3 0.4 0.75 1.5 2.3 3.2 4.5 0.5 1 2 2.5

0.21 0.63 0.84 1.6 3.15 4.83 6.7 9.4 1.06 2.12 4.24 5.3

0.15 0.45 0.6 1.12 2.25 3.45 4.8 6.7 0.75 1.5 3 3.75

0.1 0.3 0.4 0.75 1.5 2.3 3.2 4.5 0.5 1 2 2.5

Thread sizes

M12 – M36
½“ – 1 ¼“

further thread types 
and special lengths 

on request.

type 0.63 t 1.5 t 2.5 t 4 t 5 t 8 t 0.6 t 1.3 t 2 t 3.5 t 5 t 8 t

thread size M12 M16 M20 M24 M30 M36 M12 M16
M20
M22

M24
M27

M30 M36

number of legs β 1/2" 5/8" 7/8" 1" 1 1/4" 1 1/2" 1/2" 5/8" 3/4" 1" 1/4" –

1 0° 0.63 1.5 2.5 4 6.7 10 0.63 1.5 2.5 4 6.7 10

2 0° 1.26 3 5 8 13.4 20 1.26 3 5 8 13.4 20

1 90° 0.63 1.5 2.5 4 5 8 0.6 1.3 2 3.5 5 8

2 90° 1.26 3 5 8 10 16 1.2 2.6 4 7 10 16

2 0-45° 0.88 2.1 3.5 5.6 7 11.2 0.84 1.82 2.8 4.9 7 11.2

2 45-60° 0.63 1.5 2.5 4 5 8 0.6 1.3 2 3.5 5 8

2 unsym-
metrical 0.63 1.5 2.5 4 5 8 0.6 1.3 2 3.5 5 8

3+4 0-45° 1.32 3.15 5.25 8.4 10.5 16.8 1.26 2.73 4.2 7.35 10.5 16.8

3+4 45-60° 0.95 2.25 3.75 6 7.5 12 0.9 1.95 3 5.25 7.5 12

3+4 unsym-
metrical 0.63 1.5 2.5 4 5 8 0.6 1.3 2 3.5 5 8

Thread sizes

M8 – M48
3/8“ – 2“

further thread types 
and special lengths 

on request.

 

0.3 t 0.63 t 1 t 1.2 t 1.5 t 2 t 2.5 t 4 t 5 t 7 t 8 t 10 t 15 t 20 t

M8 M10 M12 M14 M16 M18
M20
M22

M24
M27

M30 M36 M36 M42 M42 M48

– 3/8" 1/2" – 5/8" – 3/4" 1" 1 1/4" – 1-1/2" – – 2"

0.3 0.63 1 1.2 1.5 2 2.5 4 5 7 8 10 15 20

0.6 1.26 2 2.4 3 4 5 8 10 14 16 20 30 40

0.3 0.63 1 1.2 1.5 2 2.5 4 5 7 8 10 15 20

0.6 1.26 2 2.4 3 4 5 8 10 14 16 20 30 40

0.42 0.88 1.4 1.68 2.1 2.8 3.5 5.6 7 9.8 11.2 14 21 28

0.3 0.63 1 1.2 1.5 2 2.5 4 5 7 8 10 15 20

0.3 0.63 1 1.2 1.5 2 2.5 4 5 7 8 10 15 20

0.63 1.32 2.1 2.52 3.15 4.2 5.25 8.4 10.5 14.7 16.8 21 31.5 42

0.45 0.95 1.5 1.8 2.25 3 3.75 6 7.5 10.5 12 15 22.5 30

0.3 0.63 1 1.2 1.5 2 2.5 4 5 7 8 10 15 20

Thread sizes

M6 – M48
further thread types 
and special lengths 

on request.

0.1 t 0.2 t 0.25 t 0.4 t  0.75 t
1 t

(0.8 t)
1.5 t 2 t 3 t 4 t 6 t 8 t

M6 M8 M10 M12 M14 M16 M20 M24 M30 M36 M42 M48

1/4” 5/16” 3/8” 7/16” 9/16” 5/8” 7/8” 1” 1 1/4“
1 3/8“ 1 1/2“ 1 3/4“ 2“

0.4 0.8 1 1.6 3
4

(3.2)
6 8 12 16 24 32

0.8 1.6 2 3.2 6
8

(6.4)
12 16 24 32 48 64

0.1 0.2 0.25 0.4 0.75
1

(0.8)
1.5 2 3 4 6 8

We recommend to use 
either “VRS-Starpoint” or 
“VRM-Starpoint eye nut” 

which can be adjusted 
to the direction of pull!
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ICE Load ring for bolting Super Rotation

Vario eye bolt “STARPOINT”

ICE-LBG-SR

VRS “STARPOINT”
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Higher WLL () due to optimised attachment or usage. Higher WLL () due to optimised attachment or usage.() = special sizes and inch threads
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Vario eye bolt “STARPOINT”
VRS “STARPOINT”

Higher WLL () due to optimised attachment or usage. *
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Load ring eye plate (3 t) VIP Excavator hook for bolting VIP Excavator hook for bolting Boltable lifting points, full load in all directionsVIP-Load ring eye plate (10 t/16 t) (31,5 t/50 t)
RGB VABH-B VCGH-G B-ABAVRGB VRGB

G

G
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G

G

B-ABA
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G

WORKING LOAD LIMIT CAPACIDADES DE CARGA

MADE
IN

GERMANY

WLL of the VRM are only in effect when using a quality grade 10.9 threaded bolt.

Vario-Ringmutter “STARPOINT” Stainless steel eye bolt
VRM “STARPOINT” * INOX-STAR

VIP Load ring for bolting -Vario
VWBG
VIP Load ring for bolting

VWBG-V

() = deviating WLL of the RM

Eye bolt Eye nut
RS RM
Eye bolt
RS RM

G

G

G

G

G

G

G
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So-PP-S / So-PP-B / So-PP-VIPPP-S  /  PP-B  /  PP-VIP

PowerPoint® Special-PowerPoint

S-Star / B-Ring connection / VIP-chain connection S-Star / B-Ring connection / VIP-chain connectionVIP Load ring for bolting PLUS VIP Load ring for bolting
VLBG-PLUS VLBG

45 % higher
WLL at an 
average
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LIFTING POINTS 
Professionally designed for every construction

WORKING LOAD LIMIT
Maximum transport weight “G” in [t] with different lifting points 



WLL

1.5 t – 20 t

type 1.5 t 2.5 t 4 t 6.7 t 10 t 16 t 20 t

weld seam a 4 a 5 a 6 a 6 4 × M24 6 × M24  6 × M24

number of legs β

1 0° 1.5 2.5 4 6.7
assembly 
VCGH-S – – –

2 0° 3 5 8 13.4 – – –

1 90° 1.5 2.5 4 6.7 10 16 20

2 90° 3 5 8 13.4 20 32 40

2 0-45° 2.1 3.5 5.6 9.4 14 22.4 28

2 45-60° 1.5 2.5 4 6.7 10 16 20

2 unsym-
metrical 1.5 2.5 4 6.7 10 16 20

3+4 0-45° 3.15 5.25 8.4 14.1 21 33.6 42

3+4 45-60° 2.25 3.75 6 10 15 24 30

3+4 unsym-
metrical 1.5 2.5 4 6.7 10 16 20

WLL

0.63 t – 8 t

type 0.63 t 1.5 t 2.5 t 4 t 5 t 8 t

weld seam  a 4 a 5 HY 3 + a 5 HY 3 + a 6 HY 3 + a 8 HY 3 + a 10 

number of legs β

1 0° 0.63 1.5 2.5 4 6.7 10

2 0° 1.26 3 5 8 13.4 20

1 90° 0.63 1.5 2.5 4 5 8

2 90° 1.26 3 5 8 10 16

2 0-45° 0.88 2.1 3.5 5.6 7 11.2

2 45-60° 0.63 1.5 2.5 4 5 8

2 unsym-
metrical 0.63 1.5 2.5 4 5 8

3+4 0-45° 1.32 3.15 5.25 8.4 10.5 16.8

3+4 45-60° 0.95 2.25 3.75 6 7.5 12

3+4 unsym-
metrical 0.63 1.5 2.5 4 5 8

WLL

4 t – 100 t

type 4 t 6.7 t 10 t 16 t 31.5 t 50 t 100 t

weld seam HY 3 HY 5 HY 6 HY 9 HY 12 HY 19 HY 28

number of legs β

1 0° 4 6.7 10 16 31.5 50 100

2 0° 8 13.4 20 32 63 100 200

1 90° 4 6.7 10 16 31.5 50 100

2 90° 8 13.4 20 32 63 100 200

2 0-45° 5.6 9.4 14 22.4 44.1 70 140

2 45-60° 4 6.7 10 16 31.5 50 100

2 unsym-
metrical 4 6.7 10 16 31.5 50 100

3+4 0-45° 8.4 14.1 21 33.6 66.2 105 210

3+4 45-60° 6 10.1 15 24 47.3 75 150

3+4 unsym-
metrical 4 6.7 10 16 31.5 50 100

WLL

4 t – 50 t

4 t 6.7 t 10 t 31.5 t 50 t *

HY 4 + a 3 HY 5 + a 3 HY 8 + a 3 HY 17 HY 25

4 6.7 10 31.5 50

8 13.4 20 63 100

4 6.7 10 31.5 50

8 13.4 20 63 100

5.6 9.4 14 44.1 70

4 6.7 10 31.5 50

4 6.7 10 31.5 50

8.4 14.1 21 66.2 105

6 10.1 15 47.3 75

4 6.7 10 31.5 50

WLL

0.5 t – 16 t

1.5 t 2.5 t 4 t 6.7 t 10 t 16 t 0.5 t 1 t 2 t

HV 5 + a 3 HV 7 + a 3 HV 8 + a 3 HV 12 + a 4 HV 16 + a 4 HV 25 + a 6 HV 4 + a 3 HV 7+ a 3 HV 12 + a 4 

1.5 2.5 4 6.7 10 16 0.5 1 2

3 5 8 13.4 20 32 1 2 4

1.5 2.5 4 6.7 10 16 0.5 1 2

3 5 8 13.4 20 32 1 2 4

2.1 3.5 5.6 9.5 14 22.4 0.7 1.4 2.8

1.5 2.5 4 6.7 10 16 0.5 1 2

1.5 2.5 4 6.7 10 16 0.5 1 2

3.15 5.25 8.4 14 21 33.6 1.05 2.1 4.2

2.25 3.75 6 10 15 24 0.75 1.5 3

1.5 2.5 4 6.7 10 16 0.5 1 2

WLL

0.8 t – 31.5 t

0.8 t 1.6 t 3.2 t 5 t 10 t 20 t 31.5 t

a 3 a 4 a 6 a 7 a 8 a 12 a 15 

0.8 4 9 12 20 20 31.5

1.6 8 18 24 40 40 63

0.8 1.6 3.2 5 10 20 31.5

1.6 3.2 6.4 10 20 40 63

1.1 5.6 12.6 16.8 28 28 45

0.8 4 9 12 20 20 31.5

0.8 4 9 12 20 20 31.5

1.7 3.4 6.8 10.6 21.2 42 67

1.2 2.4 4.8 7.5 15 30 47.5

0.8 1.6 3.2 5 10 20 31.5

WLL

4 t – 100 t

type 4 t 6.7 t 10 t 16 t 31.5 t 50 t 100 t

weld seam HY 4 + a 3 HY 5.5 + a 3 HY 6 + a 4 HY 8.5 + a 4 HY 18 + a 4 HY 25 + a 8 HY 28

number of legs β

1 0° 4 6.7 10 16 31.5 50 100

2 0° 8 13.4 20 32 63 100 200

1 90° 4 6.7 10 16 31.5 50 100

2 90° 8 13.4 20 32 63 100 200

2 0-45° 5.6 9.4 14 22.4 44.1 70 140

2 45-60° 4 6.7 10 16 31.5 50 100

2 unsym-
metrical 4 6.7 10 16 31.5 50 100

3+4 0-45° 8.4 14.1 21 33.6 66.2 105 210

3+4 45-60° 6 10.1 15 24 47.3 75 150

3+4 unsym-
metrical 4 6.7 10 16 31.5 50 100

VIP Excavator hook for welding VIP Excavator hook for weldingVIP Load ring for welding

VIP Load ring FIX weldable VIP Load ring FIX for 90°-edges weldable

Load ring weldable stainless steel
VABH-W VCGH-SVLBS

VRBS-FIX VRBK-FIX

LBS-RS

WPP-VIP WPPH-VIPWPP-B WPPH-B
S-Star S-StarB-Ring connection B-Ring connectionVIP chain connection VIP chain connection

WPP-S WPPH-S

PowerPoint® – 360° turnable not pivoting
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VRBS-FIX VRBK-FIX

VIP Load ring weldable
VRBS
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Weldable lifting point, full load in all directions
ABA

* without clamping effect
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Information regarding weldable 
lifting points

/
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Welding has to be carried out by a competent and certifi ed 
welder (F.e. acc. to DIN EN 287-1) 

Material of the weld-on blocks can be found in the user 
instruction. 

Joining surfaces must be cleaned from oil, grease and 
paint etc. 

Please observe, that welding will only be carried out at the 
in the user instruction mentioned designated areas. 

Informations regarding stress-relief annealing can be 
found in the user instruction.

The weld-on area must be suitable for the corresponding 
load enforcement 

Requirements of DIN EN 1090 are fulfi lled by the 
circumferential weld seam, which means due to the closed 
weld seam no subsurface corossion occurs and therefore 
these lifting points can be used at outdoor contructions.

Additional, important RUD-specifi c informations and 
characteristics, regarding weldable lifting points, can 
be found in the corresponding user instruction. 

LIFTING POINTS 
Professionally designed for every construction

WORKING LOAD LIMIT
Maximum transport weight “G” in [t] with different lifting points 


